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in this certificate complies with standard/s listed.

When using the RCM the requirements of all relevant 
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 Certificate No.: SAA181991 
   

Certificate Holder: Afore New Energy Technology (Shanghai) Co., Ltd 
1st & 2nd Floor, B Building, Business Building,  
No. 2 Building, No. 1588 Lianhang Road,  
Minhang District,  
Shanghai, 
P.R. China 
 

 Class Description: Non-Declared 
 Product Description: Hybrid Inverter 
 Brand Name: Afore 
 Model No.: HNS5000HS 
 Markings: Input: 550Vdc Max, MPP voltage range 120-480Vdc  

2×11A, Isc PV 13.7A  
Output: 230V~ 50Hz 25A Max 5000VA  
Battery: 40-60Vdc, charge/discharge current 66/66A,  
charge/discharge power 3600W  
EPS output: 230V~ 50/60Hz 13A 3000VA 
Class I, IP65 

 Standard: IEC 62109-1 Ed. 1.0  
IEC 62109-2 Ed. 1.0  
AS/NZS 4777.2:2015  
IEC 62040-1 Ed. 1.0 

 Conditions: Nil 
 
 Certification Mark: SAA181991 or RCM 
 
 Date First Registered:  20 July 2018 
 Date of Expiry:  20 July 2023 

 
 


