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*Addendum* 
 
 Certificate No.: SAA181991 
 Date of Issue: 20 July 2018  
 Class Description: Non-Declared 
 Product Description: Hybrid Inverter 
 
Additional Models Description 
HNS4000HS Input: 550Vdc Max, MPP voltage range 120-480Vdc 2×11A, Isc PV 13.7A  

Grid: 230V~ 50Hz 20A Max 4000VA   
Battery: 40-60Vdc, charge/discharge current 66/66A, charge/discharge power 3600W 
EPS output: 230V~ 50/60Hz 13A 3000VA 

HNS4600HS Input: 550Vdc Max, MPP voltage range 120-480Vdc 2×11A, Isc PV 13.7A  
Grid: 230V~ 50Hz 25A Max 4600VA   
Battery: 40-60Vdc, charge/discharge current 66/66A, charge/discharge power 3600W 
EPS output: 230V~ 50/60Hz 13A 3000VA 

HNS3000HS Input: 550Vdc Max, MPP voltage range 120-500Vdc 2x10A, IscPV 2x12.5A  
Grid : 230V~ 50Hz, 15A Max, 3000VA  
Battery: 40-60Vdc, charge/discharge current 66/66A, charge/discharge power 3600/3600W  
EPS output: 230V~ 50/60Hz 13A 3000VA 

 


