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Annex to 6076139.01A0C > DEKRA

Ratings of the test product:

Operating temperature range: - 25°C to + 60°C
Protective class: |

Ingress protection rating: IP65

Power factor range (adjustable): 0.9 leading...0.9 lagging

HNS3000HS:
PV input: Max. 580 Vdc, MPPT voltage range: 50-550 Vdc, max 20/ 20 A, Isc PV: 26 A/ 26 A

Battery: Type: Lithium / Lead-acid, nominal 48Vdc, voltage range: 40 V-60 V, max charge current:

max charge power: 3000 W
Output: 230 Vac, 50 Hz, rated 13 A, max 15 A, rated 3000 W, max 3000 VA

HNS3600HS:
PV input: Max. 580 Vdc, MPPT voltage range: 50-550 Vdc, max 20 /20 A, Isc PV: 26 A/ 26 A

Battery: Type: Lithium / Lead-acid, nominal 48Vdc, voltage range: 40 V-60 V, max charge current:

max charge power: 3600 W
Output: 230 Vac, 50 Hz, rated 16 A, max 18.5 A, rated 3600 W, max 3600 VA

HNS4000HS:
PV input: Max. 580 Vdc, MPPT voltage range: 50-550 Vdc, max 20 /20 A, Isc PV: 26 A/ 26 A

Battery: Type: Lithium / Lead-acid, nominal 48Vdc, voltage range: 40 V-60 V, max charge current:

max charge power: 3600 W
Output: 230 Vac, 50 Hz, rated 17.5 A, max 20 A, rated 4000 W, max 4000 VA

HNS4600HS:
PV input: Max. 580 Vdc, MPPT voltage range: 50-550 Vdc, max 20 /20 A, Isc PV: 26 A/ 26 A

Battery: Type: Lithium / Lead-acid, nominal 48Vdc, voltage range: 40 V-60 V, max charge current:

max charge power: 3600 W
Output: 230 Vac, 50 Hz, rated 20 A, max 23 A, rated 4600 W, max 4600 VA

HNS5000HS:
PV input: Max. 580 Vdc, MPPT voltage range: 50-550 Vdc, max 20 /20 A, Isc PV: 26 A/ 26 A

Battery: Type: Lithium / Lead-acid, nominal 48Vdc, voltage range: 40 V-60 V, max charge current:

max charge power: 3600 W
Output: 230 Vac, 50 Hz, rated 22 A, max 25.5 A, rated 5000 W, max 5000 VA

HNS5500HS:
PV input: Max. 580 Vdc, MPPT voltage range: 50-550 Vdc, max 20 /20 A, Isc PV: 26 A/ 26 A

Battery: Type: Lithium / Lead-acid, nominal 48Vdc, voltage range: 40 V-60 V, max charge current:

max charge power: 3600 W
Output: 230 Vac, 50 Hz, rated 24 A, max 27.5 A, rated 5500 W, max 5500 VA

HNSB6000HS:
PV input: Max. 580 Vdc, MPPT voltage range: 50-550 Vdc, max 20 /20 A, Isc PV: 26 A/ 26 A

Battery: Type: Lithium / Lead-acid, nominal 48Vdc, voltage range: 40 V-60 V, max charge current:

max charge power: 3600 W
Output: 230 Vac, 50 Hz, rated 26 A, max 30 A, rated 6000 W, max 6000 VA
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