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1. Account

1.1 Login&Registration
1.1.1 Registration

After entering "Afore Smart HOME APP", please register at Afore Smart HOME
App to ensure the normal function.
Click “Register” to continue.

System supports E-mail or phone registration currently. Please follow:
(1) Set login account. (Phone number and E-mail are supported.)
(2) Set password. (Password length: 6-50 bits)

Register Register

Phone Number Phone Number

E-mail 86
Verification Code Verification Code
Send Send
Password Password
Password at least 6 bits Password at least 6 bits
o | have read and agreed toT &CsandPrivacy @ | have read and agreed toT&CsandPrivacy
Policy Policy

1.1.2 Login

If you have an account at Afore Smart HOME Platform, you can login directly.
Quick and easy access via WeChat or QQ is also supported.



A

Afore

NEW
cNEGY

Account

E-mail Phone Number Username

E-mail

Password

Register Forgot Password

1.2 Account Blinding

Goto Me) - ISettings| - Account Binding] to bind your account with
your main contact way.

- You can log in via your main contact way after the binding is done.
- Some functions (e.g. send alerts to E-mail) are available for you after the

binding is done.

Binding Methods:

(1) Phone Number (China, America, Brazil and Netherlands);

(2) E-mail;

(3) Username;
(4) WeChat;
(5) QQ.

oA e - %A

= Settings &«

Account Security

Phone Number

Set Password

E-mai

Bind Account

\ Username
Account Cancellation

Message Settings

Push Notification
Alert Message

General

Temperature Unit Celsius(*C)

Language English

Log Out

Bind Account

486 176+++0307

presso@gmail.com

demo0
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1.3 Password

1.3.1 Forgot Password?

If your password is forgotten, please click “Forgot Password” to find your
password back.

(1) If you try to find your password via your phone, please enter your phone
number first, then click “Send”. System will send a verification code message to
your phone. Please enter the right verification code and reset your password.
(2) If you try to find your password via E-mail, please enter your E-mail address
first, then click “Send”. System will send a verification code E-mail to your
mailbox. Please enter the right verification code and reset your password.

Note:
If you encounter the following problems, please contact Customer
Service.

- Your phone or E-mail has been deactivated.
- Login method is "Username”. And your account has not bound your phone or

E-mail.

Find Password

via E-mail via Phone

E-mail

Verification Code

Password
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1.3.2 Password Modification

Goto [Me] - [Settings| - [Modify password| to change your password.

Me = Settings

& Local Mode

Push Notification

Online Service

Alert Message
About Afore Smart HOME

1.4 Account Cancellation

Step 1
Go to [Account Cancellation| Page

[Me] - [Settings | - [ Account Cancellation |

Read Cancellation Notice

Please read the following instructions carefully before you apply for cancella-
tion of your account.

(1) Please back up your data (e.g. Production Data, Grid-tied Data, SN and
etc,) in advance to avoid unnecessary losses.

(2) Your plant data (e.g. Production Data, Grid-tied Data, SN and etc,) will be
erased permanently after your account is cancelled, which is unable to
recover.

(3) Your personal data will be erased permanently after your account is
cancelled, which is unable to recover.

(4) The connections between the account and business units will be erased
permanently after your account is cancelled, which is unable to recover. And
the business unit will not be able to use this software.
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(5) All data will be erased permanently after your account is cancelled, which
is unable to recover.
(6) You can create a new account after this account is cancelled.

10:14AM wosee mm

&= Account Cancellation

Please read the following instructionscarefully
before you apply for cancellation of your
account.

1. Please back up your data (e.g. Production Data,
Grid-tied Data, SN and etc,) in advance to avoid unneces-
sary losses.

2. Your plant data (e.g. Production Data, Grid-tied Data, SN
and etc,) will be erased permanently after your account is
cancelled, which is unable to recover.

3. Your personal data will be erased permanently after
your account is cancelled, which is unable to recover.

4. The connections between the account and business
units will be erased permanently after your account s can-
celled, which is unable to recover. And the business unit
will not be able to use this software:

5. Al data will be erased permanently after your account is
cancelled, which is unable to recover.

6. You can create a new account after this account is can-
celled.

Click "Next" to cancel the account.

Select Reason of Cancellation

1014 AM cveee mm

<« Account Cancellation

Please select your reason of cancellation here.
Phone Number/E-mail to unbound
Wechat/QQ to unbound
Create a new accout later
The account is not created by myself
No need to use SolarMAN software

No longer use SolarMAN software

Others.

Note:
Account that has data on Afore Business can't be cancelled from
Afore Smart HOME.
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Phone Number/E-mail Verification

If your account has bound to phone number or E-mail, phone number/E-mail
verification will be required.
You can select either method for verification.

Account Cancellation Account Cancellation

e [ S——, ey

Boweh s Bttt tu {humye i

After entering the verification code, click “Confirm”.

Note:
If your account has not bound to phone number or E-mail, please
skip this step.

Final Confirmation

Please read the content in popup carefully and make your final confirmation
here.

Application review period is 7 days. You can cancel the application within 7 days
freely. Otherwise, system will delete your account after 7 days and all data will
be erased together.
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Appiiestion Result

Vst sppbcition has besn submted
Plann ot for fha coudt

2. Plant Monitor
2.1 Plant Monitor

You can create your own plant at “Afore Smart HOME” to run a real-time
monitoring. System will collect and calculate data from associated devices,
which enables a full understanding of PV plant running status.

Add Now

Click "Add Now" to create your plant on Afore Smart HOME.

Notice: If you have already created a plant, you will not see the following page.
And if you wish to create another plant, please click "+" in the upper-right corner
and select "Create a Plant".
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10:44 b 4G -

My Plants -

1

No power plants

Add Now

=)

Message

When you enter the following page, please select according to your own
situation.

If your plant has an installer to do O&M in the later stage, it is recommended
that do Not create plant by yourself.

044 4o - waa Ry ]
Notice Notice

Y OIS, O w0 e = Tt b 30 O [ nave "

Q- - @

7 your par haw 80 instalier 1o 0o O&kd e W oo gl bak i matalldd 15 da D&M i Hhe

fator stags, 1 & recommanded that o et biter miagre, phedws Clch “Creste Now

ermatnl plamt by ol Plem e o
- AR b “
Ermaled by thin utelen cn Bullims pitfocrm
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Enter Plant Details

Please enter detailed plant information according to your actual situation.
System will create an unique plant for you. In order to calculate plant data
precisely, please enter
(1) Plant Name,

(2) Plant Type,

(3) Grid Type,

(4) Plant Location,

(5) Installed Capacity,

(6) Time Zone,

(7) Other information.

naay Ao ¥0:32 o
6

Plant Details

Note:

You can click the left icon to switch between Google Maps
and Amap.

10:32 all 4G @)

Confirm Plant
Location

Q, Please enter plant address
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- Amap will enhance searching&locating ability in China.
- Google Maps will enhance searching&locating ability globally.
Please select according to your own situation.

Note:

Due to laws and regulations in China, Google Maps is not
available in China mainland.

You can click the right icon to switch between 2D Plan and Satellite Map.

10:32 all 4G @ )

Confirm Plant
Location
(), Please enter plant address

/

Click “Done” to complete the creation.
If there is no data in your plant, which means you have not added a device in

2.2 Add a Logger

After the plant is created, you can add a logger. Logger can collect running data
from PV devices and upload to server, which enables a full understanding of PV
plant running status and revenue information. Furthermore, Afore Smart HOME

will determine whether the plant is running normally, which avoid property losses
caused by device failure and other reasons.
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Select a Plant

In case you have various power plants, which might cause data corruption, it is
recommended to select a plant first before adding a logger.

Ways to add a logger:

(1) Go to “Plant Homepage” , click "+" in the upper-right corner, select "Add a
Logger", then Select a Plant] according to your actual situation.

04 -y

Select Plant
Ay Prants. +
gz Tecknoology Co., Ll
({{ \‘Tnnml’mﬂmh,un
st e
e
mpnmm,m
=
frosel
(2) Go to [Plant Details| , click "..." in the upper-right corner, and go to [

Device Details | , then click "+" in the upper-right corner to add a logger to the
target plant.

« Device Details +
Plant Details Inverter o, of Connections:3
Afore Logger
2 Device Detalls Logger . e
Authorization Info Meter Associsted doice | | Device Networking
Mod
Afore Logger E
SN236756998
Device Netwrking
Afore Logger [—]
NE52126971
Associnted devica | | Devce Networking
Afore Logger e

SN561278921

Afore Logger o=
SNase756562
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Step 2
Enter Logger SN
Users can enter logger SN manually or click icon in the right to scan SN.

SN can be found on the product box. If the product box has been lost, you can
find SN on WIFI Module body.

Add a logger

Select Authorization Mode

When you add a logger, it is required to select authorization mode. System will
add a device to your plant according to your authorization mode.

(1) Select authorized device automatically

Default authorization mode: Select authorized device automatically. If you select
this mode, devices connected to logger will be added to the plant automatically.
(2) Select authorized device manually

If you select authorized device manually, it is required to select the device
connected to logger first, then add the target devices to the plant. If the logger
does not have normal networking or devices have no connection with the logger

at this period, you can go to [ Device Details | and add device manually when
it runs normally.
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Note:

Once the device has been added to the plant, authorization mode
cannot be changed. If you want to change the authorization mode,
please delete the logger first and add to the plant again.

ik e - —— - -
Select assoclated device 1 Select associated device

Please select muthorized device manually
SESEZZITHRTHR Dt " Y

s Auto-selaction

x 3omown

oon Inverter

After finish adding, you can check logger data on "Device Details" page.

If the logger is equipped with a WiFi module, please know the following
information:

(1) Wi-Fi module is not capable of communication, which cannot transmit data
directly.

(2) If you wish your logger is capable of communication, it is required to operate
networking configuration first. System will keep you informed after adding a
device, then click "Go to Configure".

(3) After networking configuration is done, it means the logger is capable of
communication, which can transmit data to server. Then you can check plant
data on Afore Smart HOME.

(4) Due to network and server connection reasons, please wait about 5-10 mins
to check the data after the configuration is done.

(5) If the data cannot be displayed normally, please check router network or try
networking configuration again.
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2.3 Networking Configuration

If the logger is equipped with a WiFi module, it is required to operate networking
configuration to ensure normal communication.

Go to ' Device List| and check if there is “Networking Configuration” button. If
not, it means networking configuration is not required.

Networking Process
Please use 2.4G network for configuration. 5G network is not supported.

Confirm Wi-Fi Info
Please make sure your phone has connected to the right WiFi network and click
"Start".

wuAM esses -

« SN:2312423 =
Password

7z App_only Change network

() ks

5 1o
Start to configure

Connect to AP network

Go to Phone Settings-WLAN, find the right "AP_XXXXX" network and click "Go
to connect".
Go back to Afore Smart HOME after your phone has connected to AP network.
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< settings WLAN
WLAN [ R 4
© Go to WLAN Setting and connect the
following network manually MY NETWORKS
- Android L4
AP_622602179 ChinaNet as
. .. AP_6226021 790 -

e devices might need a password

Som
10 Connect the network. You can find HYH123 - s
the password on the device enclosure,

© Connected.

AFORE-5G a=
m pise S
act-blue *
Cancelar
ChinaNet-igen a =
e2viz-64dbea7sklds o
aullbita a=

Auto Configuration

Please wait for a while to complete the configuration. System will switch to the
Configured Page automatically.

When you go back to [Device List] , the logger will still at Offline status.
Usually, the data will be updated in 10 mins. Please wait patiently.

Haase shoiten the distancn Betwean 1 davics, ¥
Fouie and phons:

B Connost to device

€ . Conhguring
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If configuration failure occurs, please check the following reasons and try it again.
(1) Make sure WLAN is ON;

(2) Make sure WiFi is normal;

(3) Make sure wireless router does not implement the white-black list;

(4) Shorten the distance between the phone and device;
(5) Try to connect to other Wi-Fi;
(6) Remove the special characters in Wi-Fi network.

2.4 Data View

After plant settings and device settings are done, users can check data at this
moment.

Note:
The data will be updated in 5-10 mins after the configuration
is done.

2.4.1 Real-time Data

Users can check various data on this page. E.g. Real-time Production Power,
Flow Chart, 24H Curve, Production, Consumption and etc,.

Notice: System will display different page layout according to your plant system
type. Please set plant system type according to your actual situation.

Our recommendations:

- If your device (e.g. inverter) only acquires production data and transmits data
to grid, it is recommended that you choose “All on Grid” as your plant system
type;

- If your device (e.g. inverter) acquires production data and consumption data at
the same time, it is recommended that you choose “Self-consumption” as your
plant system type;

- If your device (e.g. inverter) acquires production data, consumption data,
battery data and grid data at the same time, it is recommended that you choose
“Storage System” as your plant system type.
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1516 o 15471 wiao
. (16)Demoplant all . (14)DemoPlant-
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Real Time 1 Lout  Alert Real Time Lot Aert

® Production Power ® Consumption Power

Production&Consumption

24-hour Trend

Battey Charge

2.52kWh
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1 Production-Tod
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0.79kWh
12
s
6
3
N Battry Discha
e
—
0000 0400 0BOD 1200 1600 2000 2400 2.81kWh
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Pousr Purchase |
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2.4.2 Statistics Data

Users can check plant statistics data and historical data on this page and filter
specific date and conditions to query.

15:18 wll 4G [l
P (10) Demo Plant- e
Industrial
Real Time  Statistics Layout Alert
—
@ Running Days € Self-used Rate
45 97.40.
£ Total Production otal Anticipated
Yield
177.87 wwn 131.62¢ avo
Trees Planted
< >
485.871ree(s)

Historical Data

Month Year Total
e 2020-06 >
O OO
MWh
15

&

@

B
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2.4.3 Plant Alert

Users can check plant alert on this page. Alert will be distinguished from alert
grade and alert content, which enables you to understand the importance of
alerts. Through these alert message, users can learn the fault status of your plant,
which avoids property losses.

15:327 anl 46 15:32 i 4G
(10) Demo Plant- P
Industrial Alert Details
Alert Alert Overview
— Plant Name: (10)Demo Plant-
Device ¥ Importance v Time v Industrial
(D inverter INVERTER20PV124 DeviseName: Yegger
SN 0900000071
Grid Over Current
08181720 Influence No Influence
Fault Level
7
pogaer (DRI00 00 Last Alert 2020-06-19 11:21
off-line
Problem Description
No Data
J Logger 0900000072
off-line Reasons&Solutions.
120-06-1911
Time Distribution 20200619

J Logger 0900000073

off-line

2 Logger 0900000073
0000 0400 0800 1200 1600 2000 2600

off-line

2.4.4 Plant Details

Click "..." in the upper-right corner to go to [ Plant Details | page.
Users can check Basic Info, System Info, Revenue Info and etc,. Moreover, you
can modify the information here to ensure a better analysis of plant data.

13:35 all 4G 2 System Info Yield Info
— Plant Details Plant Type Residential Rooftop Currency e
Basic Info System Type Allon Grid Unit Price(CNY/kWh) (i) 1

ﬂ Installed Capacity(kWp) 6000 Total cost(CNY)
Plant Cover

Azimuth(®)
Plant Name Dermo plant-Micro Inverter Angle of tift (©)
G FNAIAIE Operating Date (| 2018-08-02
(UTC+08100)
Time Zone Beijing Chongaing,Hong
Kong,Uruma

Creation Date 2019-08-02

Founder
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2.4.5 Device Info

Click "..." in the upper-right corner to go to [ Device Info | page.

Users can check device information on this page. Click a specific device to
check specific info, including device real-time parameters, statistical chart and
etc,. Moreover, users can check if the device is running normally.

Click "More" in the upper-right corner on Device Details | page to edit or
unbind a device.

If the device is a logger, “Networking Configuration“ can be operated here.

If the device is a meter, "Meter Configuration“ can be operated here.

Device Details + € Device Details
No. of Connections:3 Paramete Statistics
Afore Logger o |
e N 12334124 Day 20190418 ~
Associated device | | Device Networking BoBoiaitietinti=
Afore Logger

Afore Logger [—.]
cisted device | | Device Networking

Afore Logger

Afore Logger =

2.5 Plant Authorization

Click “..." in the upper-right corner on Plant Details | pagetogoto I
Authorization Info | page.

According to plant property, there are two types of plant. One is created by
myself. Another is authorized by others.
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2.5.1 Plant created by myself

Please refer to authorization steps. Users can authorize the plant to your service
provider. After that, the authorized service provider can check your plant data
and operate your device.

The authorization scope is determined by the role you set for the service
provider.
- If the service provider is "Ordinary Member", then it can check all plant data.
- If the service provider is "Admin", then it can check all plant data and operate
the plant/device.

Select Business Unit Asslgn a rabe

Creinary e

2.5.2 Plant authorized by others

Currently, the service provider can authorize the plant to users. Users can check
data of authorized plants within the permissions.
Users cannot authorize such plants to others.

If users do not wish to follow the plant, click "Unbind".

10:14 AM cccce

<~ Authorization Info

2019/01/01 13:23
Authorized by Afore New Energy Technology
(Shanghai) Co., Ltd.

If you do not wish to see the plant info, you can click
"Unbind" here.
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2.6 Plant Settings
2.6.1 Delete Plant

Click “...” in the upper-right corner on [Plant Details | page to delete a plant.
System will display a popup dialog twice for confirmation. After your confirmation,
the plant will be deleted from your account. The deletion is not recoverable and
all the data will be deleted. Please be cautious!

Notice: Authorized plant cannot be deleted.

2.6.2 Plant Settings

Click “...” in the upper-right corner on [Plant Details | page to go to More
Settings | . Users can set plant properties and rules here.

- Data Source

- Calculation of Accumulated Production

- Zero Setting for Production Power

Data Source

Users can set the data source for production, grid, consumption and battery to
ensure data accuracy.

Default: Intelligent Selection. System will select data source based on plant actual
situation. Or you can modify it manually.

Data Source vt Data Sowce

Cosrmption

Calculation of Accumulated Production

Users can set rules of taking figures for production, consumption, grid feed-in,
electricity purchasing, energy charged, energy discharged.
Default: via accumulated production uploaded by devices.
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Users can select via daily production summation manually and system will no
longer use device data as the benchmark, platform calculation instead.

Platform Calculation = Daily production summation within the selected time
period

E.g.:

Accumulated Production in 30 days= Production on 1st June + Production on 2nd
June + ... + Production on 30th June

Caloyfation methad : Calculgtion muthart
of Accurudmed eiocin ol Accomuintod - wiectr
- x -
Calculation of nccamulated productian Galculation of accumiilated proguction

Hinad o thevios wane Binau

colcudmtion e e

i ihiin Banod 'on ainuintion

Cabeulution of Consumation

Tt i1 il
e st

Bt 0 CICIAREIDN
sy ey

Bawos i dovice ata Sanud on ouloulseion

Calculution of Energy Purchesed

Bumed on chlcoiation

Zero Setting for Production Power

Zero Setting for Production Power is applicable to the situation that the production
power is zero when no power is generated at night. System will automatically zero
up the production power in this period after applying this setting. (This setting is
generally used for self-consumption system.)

Meet all three preconditions of zero setting below

(1) Current time is within Effective Time.

(2) Inverters or other generating devices do not upload production data.

(3) Data source on Generation-side is not "None".

Due to local sunrise and sunset time change seasonally, the period of no power
generated at night changes synchronously. It is recommended that set Effective
Time as From Sunset to Sunrise, which means system will set effective time
according to actual sunset and sunrise time.
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. Message

- Zero Setting for -

Production Power

oo Seting bor Froauotion o i spplicsbie i

¥ 2600 g tha produchian pawe it this
ettt phear-apilym this setifv. (s satiing i
genscalty Lsed for sed-contumption ysteen )

ot &

149087 T

Zero Setting for
Production Power

raed ot ght 5
initnemtically S 1 the prdachion pawe i thin
et atter apalying ihis setting, {Thin fattmg i
el usad fai calf-comumprion tysten |

e R=1

Ettective Time Effective Time
Eroem sussat 13 surine [ —
Custamized Castiriizad =

Chsasiing Tiia: PRFGT:D

Clasing Timm

3. Message
3.1 Messaging

Goto Me] page and find "Messaging" icon in the upper-right corner.
System will list plant message, alert message and notification here.

Notice: Currently, users can only receive alert message here.

10:14 AM csees mm

Me Q

‘ Demo

[& Local Mode
© Settings
63 Online Service

[J About Afore Smart HOME
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Click "Messaging" icon to check more details.

(1) Icon 1: Mark all message as read.

(2) Icon 2: Go to Block List] , users can restore block settings here.

(3) Icon 3: Block current alert or restore current alert. After the blocking, such
alerts will no longer be pushed.

(4) Icon 4: Go to [ Alert Details | .

Alert Message P Grid OverCurrent ock
Grid OverGurent
Grid Overty
oft-line .
Grid OverCurrent s
Grid OverCur

3.2 Message Settings

Goto 'Me] - [Settings| - Alert Message | page, users can set alert
message here.

wiom e - o e -
Me . ¢ Settings
Account Securlty
Demo
Set Password
Bind Account
@ Local Mode

Account Cancellation

Settings Message Settings

Push Notification

Online Service
Alert Message

About Afore Smart HOME \
General

Temperature Unit Celslus(*C

Language English

ile
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3.2.1 Receive Alert Message

Afore Smart HOME App pushes all alert message for free. System also supports
three other receiving methods, which is a paid service.

(1) E-mail Notification | Paid Service

Users will receive a push notification from E-mail, which is convenient to receive
through smart terminals such as PC / tablet / mobile phone. Currently, "service
plan" is in trial operation period, each account can enjoy 500 E-mail notifications
for free.

(2) SMS Notification | Paid Service

Users will receive a push notification from SMS, which is convenient to receive
through smart terminals such as tablet / mobile phone. Currently, "service plan" is
in trial operation period, each account can enjoy 250 SMS notifications for free.

Note:
This service only support the mobile number of China's mainland (+86).

(3) Voice Call Notification | Paid Service
Users will receive a push notification from voice call, which is convenient to
receive through smart terminals such as PC / tablet / mobile phone. Currently,
"service plan" is in trial operation period, each account can enjoy 50 voice call
notifications for free.

Note:
This service only support the mobile number of China's mainland (+86).

Alert Message

& APP Push [}

Users wilf raceive a push natification from the App

= E-mail BEES

Usets will reciive o push natificaton from E-mail

E sMs

Usars will ren

push petification from SMS

Notite: The e only suppert the mobile
number of China's malnland {(+88).

t, Voice Callfi)
Users will recenve a vonce call notification

Notice: The service only support the mobile
number af China's mamiland {+85).
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3.2.2 Alert Range Settings

Afore Smart HOME will classify all alert importance. Users can set alert range
reasonably, which can reduce the disturbance caused by unimportant alert.

- Prompt Message: This kind alert occurs frequently, but it will not affect the
normal operation of power plant.

- Warning Message: This kind alert will happen, which is generally manifested as
abnormal data in a short period.

- Failure Message: The frequency of this kind alert is low, which needs to be paid
special attention to.

Alert Range Settings

I the afart 12 not in the receiving rongs. It will bi filterod

Prompt Message

nitly, bt ft welll
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o Warning Message
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0 Failure Message

piivancyain it D
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3.2.3 Alert Frequency Settings

Currently, device data will be sent to Afore platform periodically following a certain
frequency. Users can set alert frequency reasonably, which can reduce the
disturbance caused by unimportant alert or false alert.

For example:

(1) If you set Trigger Times: 1, Afore platform will notify you immediately when the
alert data has been uploaded. One alert data means one alert notification.

(2) If you set Trigger Times: 3, Afore platform will notify you when it has received
three same alert data. Three same alert data means one alert notification.

Alert Frequency Settings
Reasonable alert frequenc
disturbance caused by fal

settings can properly reduce the
alert

Current Setting: Alerts will be received after 3 trigger times

Trigger Times: 1 Trigger Times: 2

Trigger Times: 3 Trigger Times: 4

Trigger Times: 3

Note: The acquisition period of alert information is about 5-10
minutes.
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3.3 Service Plan

Afore Smart HOME supports multiple receiving methods for alert message. Users
can receive message via SMS, Voice Call and E-mail, which avoid property
losses caused by device failure and other reasons.

Instructions:

(1) Receiving alert message from SMS/Voice Call/E-mail is a paid service.

(2) Service Plan is in trial operation period, each account can enjoy 500 E-mail
notifications/250 SMS notifications/50 voice call notifications for free. [Only
support mobile number of China's mainland (+86)].

(3) Message package purchases will be open soon, which will support global
mobile number.

My Plants + « X Message
S s

e

(1)Demo Plant-All on ey
grid (Microinverter)

Remaining
ABIRSIW: 54.00kWh
& E-mail
() for roe

45.90 BRL 91.80 BRL

. Voice Call

®
Ia
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4. Others
4.1 Languages

Afore Smart HOME supports 5 languages for now, which are
81K 3L, English, Espariol, Portugués, Polski.

When you first log in to Afore Smart HOME App, system will match the suitable
language according to your phone system. If you wish to switch the language,
please go to upper-right corner at login page or [Me] - [Settings| - |
Languages| .

@ Language

[E]  user Manual
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4.2 Common Operations

4.2.1 Log Out
Goto [Me| - [Settings| to log out.

L =

. pad

& Local Mode

Settings
3 Online Servnce\

[ About Afore Smart HOME

4.2.2 Personal Info

WA e —

Settings
Account Security

Set Password

Bind Account

Account Cancellation

Message Settings

Push Notification

Alert Message

General

Temperature Unit Celsius("C)

Language English

Go to Me] and click your avatar to modify your personal info.

e T -
Me

[® Local Mode

@ Settings

3 Online Service

11 About Afore Smart HOME

ile

s Personal Info

Nickname Demo
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4.2.3 General
(1) Temperature Unit

Goto [Me] - [Settings | to select temperature unit.
Only support Celsius and Fahrenheit for now.

A

Me
‘ o

& Local Mode

Settings
) Online Semce\

T About Afore Smart HOME

(2) Language

M e -
- Settings

Account Security

Set Password
Bind Account
Account Cancellation

Message Settings

Push Notification

Alert Message

General /
Temperature Unit Celaius{*C

Language English

Lag Out

Goto Me] - [Settings | to select the language.
Afore Smart HOME supports 5 languages for now, which are
A {7 3L, English, Espariol, Portugués, Polski.

106

Me

. e

# Local Mode

Settings
3 Online Semce\

About Afore Smart HOME

e e -

L Settings

Account Security

Set Password
Bind Account
Account Cancellation

Message Settings

Push Notification
Alert Message

General

Temperature Unit Celsius(*C)

Language / English
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4.2.4 Online Service

Goto Me] - [Online Service | to contact Afore customer service directly.
Online Time: 09:00~ 11:30 AM, 12:30~18:00 PM (UTC+8).
Or users can leave a message here, customer service will reply to you as soon as

possible.

1004 AM sover - 1014 AM ceees

Me 2 “ INE

’ o @
Hello, what can | do for you?

= Local Mode

o) Settings

3 Online Service \

Tl About Afore Smart HOME

©
@
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